GENERAL FEATURES

The double convoluted bellow
joints compensate for in every direction vibrations and
strong voices due to the soft skeleton structure;
products that reduce stress and axial imbalance in the
system.

rubber expansion

Product Material:
Body material is synthetic rubber, the product is reinforced
with nylon-based rubber thread.

Connection:
Raccord

Nominal Diameter:
DN 20 (3/4") - DN 80 (3")

Pressure:
Max. 10 bar. The operating pressure depends on the
nomimal diameter and operating temperature.

Temperature Range:
Based on the product material from -10°C to +90°C.
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DKK-10

VIBRATION ABSORBER RUBBER EXPANSION JOINT

Application Areas:

-Pumps

-Fans

-Vibration Absorbers

-Coolers

-Cooling Towers

-Air Compressors

-Air condition and ventilation systems

-Power Plant

-Iron and steel industry

-Shipyard and shipbuild industry

-Paper and pulp industry

-Water, dirty water, wastewater and pollution control
system.
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DKK-10 VIBRATION ABSORBER RUBBER EXPANSION JOINT

3D APPLICATION SAMPLE
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SECTION A-A é
g
Dia. L1 L @di SWi S Diagonal Technical Specifications §
DN15 120 165 17 27 50 8 Rubber Body EPDM §
DN20 | 120 | 165 18 34 51 8 Inner Body Cast Iron S
DN25 122 175 20 42 60 8 Raccord Floating Nut Cast Iron ©
DN32 128 185 27 50 71 10 Raccord Cast Iron R
DN40O 128 185 33 57 79 10
DN50 132 200 45 70 96 10
DN65 144 215 56 86 13 10 armashop.ua
DN80 174 260 72 98 128 10 (044) 490-55-57
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